
Wager's heavy-wall deck drains are cast in galvanized steel, and a 

cast bronze strainer with trap and baffle is secured with stainless steel 

flat head screws.

The trap and baffle allow for drainage while preventing sewer gases 

from escaping into the atmosphere. Our heavy-wall straight model may 

be cast in 90/10 copper-nickel upon request. 
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Toll Free USA: 800-562-7024

HEAVY WALL DECK DRAIN &
HEAVY WALL ANGLED SERIES

CONNECTIONS: 
• THREADED 
• BUTTWELD 
• SOCKETWELD
• FLANGED

SIZES:
• STRAIGHT: 1.5”, 2”, 2.5”, 3”
• ANGLED: 1,5”, 2”

* AVAILABLE WITH NO TRAP & BAFFLE

SPECIFICATIONS

CONNECTIONS: 
• THREADED 
• BUTTWELD 
• SOCKETWELD
• FLANGED

SIZES:
• STRAIGHT: 1.5”, 2”, 3”
• ANGLED: 1,5”, 2”

* AVAILABLE WITH NO TRAP & BAFFLE 

ANODIZED ALUMINUM

DECK DRAINS

134 HEAVY WALL DECK DRAIN

134 HEAVY WALL ANGLED DECK DRAIN

STAINLESS STEEL

CONNECTIONS: 
• THREADED 
• BUTTWELD 
• SOCKETWELD
• FLANGED

SIZES:
• STRAIGHT: 1.5”, 2”, 2.5”, 3”
• ANGLED: 1,5”, 2”

* AVAILABLE WITH NO TRAP & BAFFLE


